


џ +24 V DC input
џ one or two flashlamp modifications
џ output current up to 800 mA

џ 230 V AC input
џ one or two flashlamp modifications
џ output current up to 800 mA

SIMMER SUPPLY MODULES 
                                                            SBZ-2008/3008                                                                                          SCA-2008/3008

MEDICAL GRADE 
CAPACITOR CHARGERS

output power                                                            1 kW                                             2 kW / 2.5 kW                                         4 kW
output voltage (higher on request)                     up to 2 kV                                        up to 2 kV                                        up to 2 kV
input                                                                      110-240 V AC                         110-240 V / 200-240 V AC                       200-240 V AC

PCA-10                              PCA-20 / PCA-25                            PCA-40 

certified
IEC 60601-1:2005/AMD1:2012

IEC 60601-1-2:2014

џ IGBT-based 
џ free discharge, quazi-rectangular 

pulse shape
џ variable pulse width (50 us-100 ms)
џ output power up to 2.5 kW
џ output voltage up to 1000 V
џ output current up to 1000 A

DISCHARGE CIRCUITS                                  
                                                                 NBU-1012                                                                                             NBD-0505-PWM

џ IGBT-based 
џ PWM discharge, true-rectangular 

pulse shape
џ variable pulse width (1 - 100 ms)
џ output power up to 2 kW
џ output voltage up to 500 V
џ output current up to 500 A

џ different applications – from IPL to 
Nd:YAG, Alexandrite, Er:YAG, 
CTH:YAG and other lasers

џ different power – up to 8 kW
џ different voltage – up to 1000 V
џ a variety of options

CUSTOM FLASHLAMP DRIVERS APPLICATION SPECIFIC READY-TO-USE SETS



QBU-mini-SP

102x50x20
up to 4 kV

> 8 kHz @ 4 kV
< 10 ns

24 V DC
100 - 2000 ns

fast leading edge
ideal for q-switching
pulses up or pulses down
(factory fixed)

size, mm
output voltage
max. repetition rate
leading edge
input

QBD-nano

40x30x8
up to 5 kV

> 1 kHz @ 5 kV
1-3 ns

5 V DC
pulses up only 

QBD-mini

90x50x20
up to 4.0 kV

> 10 kHz @ 4 kV
< 20 ns

24 V DC

QBD

110x80x25
up to 6.0 kV

> 10 kHz @ 6 kV
< 20 ns

24 V DC

QBD-BT

225x180x70
up to 6 kV

> 10 kHz @ 6 kV
< 20 ns

100-240 V AC

QBU-nano

80x50x20
up to 5.8 kV

 >2 kHz @ 3.8 kV
1-3 ns

12 V DC
up to 800 ns

unipolar output

QBU

130x80x25
up to 6 kV

> 10 kHz @ 6 kV
< 15-20 ns
24 V DC

200 ns - ∞

QBU-BT

225x180x70
up to 6 kV

> 10 kHz @ 6 kV
< 20 ns

100-240 V AC
200 ns - ∞

џ output voltage up to 5 kV 
џ repetition rate ~50 kHz @ 4 kV
џ < 40 ns rise / fall (< 20 ns on request)
џ pulses 40-1000 ns long
џ 24 V DC input 
џ compact - 112x108x25 mm

QBY-4050

specialized driver with extremely low power
consumption, for Q-switching, pulse slicing, 
battery-powered equipment

ENERGY-EFFECTIVE POCKELS CELL DRIVER

џ output voltage up to 2 kV
џ repetition rate up to 1 MHz @ 1.6 kV
џ pulse width 14 ns (short pulse mode), 

or 100-2000 ns (long pulse mode)
џ < 7 ns rise /fall time
џ 24 V DC input (integrated HV power 

supply)

џ output voltage up to 4 kV
џ repetition rate up to 4 MHz @ 1.4 kV
џ pulse width 15-20 ns (short pulse mode) 

or 100 - 2000 ns (long pulse mode)
џ < 7 ns rise /fall time @ 1 kV
џ water cooling

QBU-BT-10kV

300x220x80
up to 10 kV

>5 kHz @ 10 kV
< 20 / 25 ns

100-240 V AC
200 ns - ∞

QBU-mini

140x50x20
up to 4 kV

> 8 kHz @ 4 kV
< 15 ns

24 V DC
200 ns - ∞

size, mm
out. voltage
max. rep. rate
rise / fall time
input
pulse width

QBY-series 

GaN drivers, both edges are 3-4 ns fast, output voltage level, operating frequency and pulse width are set by user
suitable for pulse slicing, pulse picking and other advanced applications
input 24 V DC, output voltage max 4 kV, 3-4 ns rise and fall, pulse width 10-1000 ns

QBY-4001

80x50x20 mm
1 kHz @ 4 kV

QBY-4010

80x71x28 mm
10 kHz @ 4 kV

QBY-BT

182x110x70 mm
5 kHz @ 4 kV

200 ns - ∞



powerful diode drivers for laser diode stacks and bars 
pulsed or continuous form output
designed to comply with IEC 60601-1 and IEC 60601-1-2

џ output power 300 - 1500 W 
џ frequencies - 6.78, 13.56, 27.12, 40.68, 81,36 MHz, 
      factory fixed (0.5 - 4 MHz on request)
џ input - DC from PCA-10 or PCA-20

RF GENERATOR MODULES

џ pulses from 1 to 100 ms and  longer
џ output current up to 200 A
џ compliance voltage up to 50 V
џ output power up to 300 W (avg), 

              up to 5kW (peak)

џ pulses from 1 to 100 ms and longer
џ output current up to 200 A
џ compliance voltage up to 100 V
џ very powerful - output power up to 

1600 W (avg) and to 10 kW (peak)
(2 kW and 15 kW peak on request)

џ pulses from 1 to 100 ms and longer
џ output current up to 200 A
џ very powerful - output power up to 

1000 W (avg) and to 10 kW (peak)

 LDD-250 / LDD-1500

OEM Tech Sp. z o.o. (Manufacturer)

Ul. Stepinska 22/30, local #234
00-739 Warsaw, Poland

Phone, WhatsApp: +48 576 425-292

info@oem-tech.pl
oem-tech.eu oem-tech.pl   

Coupletech Co., Ltd. (Chinese distributor)

1F, Building C, No. 15 Hua Xin Road, Licheng District, 
Jinan, Shandong, 250101, China

Phone: +86 531 881153122

jingxu@coupletech.com
https://www.coupletech.com
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